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Installation instructions

The Europe Racking equipment must be installed 
according to the corresponding construction 
and layout drawings by personnel trained in the 
correct mounting of warehouse equipment. It is 
recommended to have the installation done by or 
under the direction of Europe Racking. 
Europe Racking is aware of all technical specifications 
and carrying capacity of the warehouse facility.

To prevent accidents all aisles should be kept clean 
during assembly and free of materials and waste. 
After completion of the assembly all aisles and 
spaces under the shelving should be swept clean, 
only when this is done, are vehicles allowed to 
enter the warehouse.

The warehouse equipment should be level after 
installing, most floors are not level so the use of 
levelling shims will be required. The maximum 
vertical deflection on the normal line is 1/500 of 
the height.

Any bolted connections should be secured tightly. 
The safety of the entire system is dependent on a 
good attachment.

The warehouse equipment has to be mounted on 
a suitable floor. During the design process, Europe 
Racking assumes a concrete floor with a minimum 
quality of C16 / 20. The customer must prove in 
advance that the floor meets this quality.

If the shelving exceeds 2 meters in height, and has 
a height-depth ratio that is greater than 4: 1, the 
shelving must be equipped with a floor anchorage.

The shelving may not be placed outside unprotected 
or be placed in a room with high humidity, except if 
the shelving is especially designed for this purpose. 
To use the storage equipment outside, the effects 
of rain, wind and snow must be taken into account.

Do not expose the shelving to corrosive and/or 
caustic. These will affect the technical specifications 
(eg power characteristics) of the shelving negatively.

Provide adequate lighting in the aisles. Good lighting 
makes for better working conditions thereby 
reducing the chance of damage.

Make sure aisles are wide enough for transport 
equipment. The minimum width of the aisles is the 
sum of the turning circle of the equipment + load, 
and a free space to ensure safety. This space must 
be at least 200 mm to avoid collision. (according to 
EN 15620)

Collision protectors should be installed in places 
where traffic is high, the consequences are 
considerably when, for example a forklift truck 
crashes into the shelving.

Changes in the lay-out of the shelving may alter 
the capacity of contention. Make sure the layout of 
the shelving is the same as indicated in the Europe 
Racking drawings. Changes may be made only if a 
qualified Europe Racking engineer gives permission 
that way guaranteeing security.

Do not mix parts of the Europe Racking shelving with 
parts from other manufacturers. These components 
use other connection methods and have different 
specifications that can have a negative impacts on 
the shelvingcapacity.

Do not alter any of the components of the Europe 
Racking shelving yourself (eg. welding or cutting), 
this can have a negative effect on the mechanical 
properties of the component. The Europe  Racking 
warranty is void when using custom parts without 
explicit clearance from Europe Racking

All hook-in connections (eg. Girders and cross 
members) must be secured with a security pin or 
barb (art.nr 268-101). This to prevent accidental un-
hooking of the beams.

Install the loadboard indicating the maximum 
capacity of the shelving, the maximum capacity 
per level and the average capacity per level. This 
loadboard must be permanently fixed on the 
shelving , and must be visible to the user. Europe 
Racking can prepare and deliver these loadboards 
for you.





Counter system installation
  
  

1



Step 1

Combine the uprights with the traverses 
to create frames.

For the first and last frame of the counter 
you only need traverses on one side of 
the frame. ( A total of two traverse per 
frame.)

All the following frames need 
traverses on both sides of the frame.  
( A total of four traverses per frame.)

* Take care to use only one row of 
perforations on one of the uprights.

This will be the front of the the counter.



Step 2

Place the frames on the footplates.

Put in the the top beams, one in the 
front and one in the back.

Put in the plinth, this is the same part, 
but you need to place it upside down for 
use as a plinth.

* Note the position of the plinth in 
accordance to the open row of 
perforations.

This willl be the front of the counter.



Step 3

On both ends of the counter, you must 
place a shorter top beam and plinth.

* Note, the plinth is the same part as the 
top beam, but placed upside down.



This is the basic frame of the first bay of 
a Europe Racking counter.

IMPORTANT:

- The end of the counter, where no 
further bays are attached does not have 
traveres on the outside ( see picture)

- The front of the counter is where the 
plinth is placed.

- This is also the side of the frames where 
the perforation on the uprights is open.

- Both the long and the short plinth are 
the same as their respective top beams, 
but used upside down.

Step 4



Step 5

Step 6

You can now put in the clips for 
attaching the cladding.

There is a special clip at the bottom.

There should be four open perforations 
visible between the mounting clips.

NOTE: the picture shows five open 
perforations. this is wrong.

Once the clips are in place the lower 
layer of cladding can be attached to 
them.



Step 7

Step 8

Repeat the same pattern of open 
perforations between the two mounting 
clips.

Starting right under the top beam and 
leaving 4 perforations open between 
clips. 

Standing in front of the counter. Lift 
the bottom of the cladding up in a 45° 
angle.

Slide the top underneath the top beam 
as high as you can.

Lower the bottom of the cladding so it 
is completely vertical again.

Now lower the panel onto the four 
mouting clips.

Repeat steps 5, 6 and 7 on the ends of the counter.

There is no need for special bottom clips on the sides



Step 9
This is what it should look like at this 
point.

You can now start adding the clips for 
hanging the shelves. This will square 
everything up.

It is very important for alignment to do 
this before adding the worktop.



Step 10
Once this first unit is completed, you 
can start adding any extra bays.

Simply use the top beams and plinth 
to attach the next frame. and repeat 
the previous steps to add the cladding 
and desired amount of shelves.



Step 11

Step 12

When ending on the final bay, you 
should leave the outside free of 
traverses once again.

This would get in the way of the 
cladding.

Now add the shorter top beam and 
bottom plinth like with the first bay.

And finish by adding the cladding.



Step 14

Secure all the top beams using the 
provided locking pins.

Once the counter is the desired size, and you have finished putting in all the shelves, you can add the 
worktop and secure it in place with screws.

The top beam has holes provided for putting these screws through.

Step 13


